GEOPAK Road for Bridge  Ex. 2-2 Working Alignment Setup

Exercise 2-2 This is an individual exercise to practice setting up a new working alignment.

1. Open the Microstation file t:\br-proj\a_geopak\d2\j2p0300\data\topo_j2p0300.dgn.

2. Open the project t:\br-proj\a_geopak\d2\j2p0300\project\j2p0300.prj.

£ Project Manager x|
Brojects  Directory  Admin

Esbr-projhd_Geopak D24 2P0E004project!
Filter: |".|:|ri Twpe  Project I
Projects: Directonies:

[]

[uzerc]

[+]

[4]

Job Number: 300

Dezcription:
300 = Alignment GPE.

3. Select userc as the Project User.

Project Users: j2p0300.pr]

szers
Froject Users:
— User Info
Full M arne:
Clazz Uzer
OF Code:
U

D escription:

Idzer Id far Classmoom

0K | Cancel |
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4. Select the Road Project.

£ Project: j2p0300.pr x|

SURMEY |

5. Click on Select button at the top of the Road Project dialog as depicted below.

£ Road Project: jZp0300.prj x|
File  Bemember  Qptions
whorking Directary  thbr-projha_geopakwd2hj2p02300hdata User userc Job & 200 _
¥ swiorking Alignmert [ nfluence Runs S Diefi | Pt Vi |
ki t
Wwhorking slignment  MaDOT SR Shne or Viswer
E wigting | |
Graund Draw Palt _ Ewisting Ground Esigting Ground Wertical
raw Fatem Cross Sections Frafile Aligrment
Coordinate |
Geometry | |
Calculate Superelevation Fropoged a0
Supereleration Shapes | CroszSection: | Models
Huorizontal
Alignment |
Plan tigw J L Eathwork CrogshSetc:hon
Degign | eets
Flan Wiew T abuilar
Quantities Summaries | |
Flah & Prafile Lirnits of Reports & x5
Sheets Congtuction Cuantities

In the Select Working Alignment dialog that appears, select the menu option:
Run > Copy... > Run.

Select Working Alignment

Time

07424219938 10:21:30

Copy... i Froject
tadify. .. Izer

Delete R

Dezcrption

FaDOT default run for Select *Working Alignment
Geopak 2001; Last Rewized 10/26/2001

Cancel |
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This will display the Select Run to

Copy From dialog shown to the right.

Select the default MoDOT run and
click OK.

Enter J2P0300 in the new Run
Name field as depicted in the figure
to the right and click OK to create
the new run.

Select the J2P0300 working alignment
as shown below and enter the alignment

by clicking OK.

Select Run To Copy From

M ame Time

MoDOT 074241338 10:21:30

Dezcription

MalOT default run far Select Warking Alignment
Geopak 2007 Last Revized 10/26/2001

Cancel |

New Run Mame

Fiur M ame: I J2PO3E00

Description

Description

Cancel |
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6. Enter the working alignment definition by clicking on the Define button to the right of the
Select button in the Road Project dialog as shown below.

£ Road Project: j2p0300.prj X|
File  Bemember Options
YWorking Directore  Ehbr-profha_geopakhd2hj2p0200hdata
¥ ‘working &lignment Influence Funs

Select
wiorking Alignment J2P0300 ﬂl

Uzer usernc Job f: 300 _

Part Yigwer |

Exizting | |
Ground _  Existing Ground E isting Ground Yertical
raw Pattern . ; )
Crozz Sections Profile Aligriment

Coardinate |

Geometry | |

Calculate Superelevation Propozed a0
__ Superclevation | Shapes | Cross Sections [ Models

Harizontal

Alignment

Flan “iew J ——  Earthwark Eru:ugshﬁ etctn:un

Dreszign BELE

Plan Yiew Tabular
[uantities Summaries | |

Plan & Prafile Lirnits af Reparts & =5
Sheets Caonstruction [Huantities

7. Set up the default DGN files for the J2P0300 project as shown below:

In the Plan View section, change the Design File to plan_j2p0300.dgn.

£ Working Alignment Definition: J2P0300 %]

Design File: | plar_j2p0300.dgn File: |

ih: Select |
Shapeg Chair: I Elec

Prafile igw
Location
Crozz Sechon Yiew End Station:
Exizting Ground
Proposzed Finizh Grade
DT

Beain Station:

M Cancel |
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In the Pattern section, change the Design File to pattern_shape j2p0300.dgn.

2 working Alignment Definition: 12P0300 |
Plan Yiew By Design File I
‘atterh
Har. Scale |'I.EI Wer. Scale |1.EI
Prafile View Design File: | pattern_shape_j2p0 File:
Location ! ~ ~ _I
Cross Section View Levels | 61
Existing Ground ;
Proposed Finizh Grade Wweights |1
DTM Colors [0 Select
Styles |0
ok | Cancel |
Snee Types 34 —_—
In the Shapes section, change the Design File to pattern_shape j2p0300.dgn.
2 working Alignment Definition: 12P0300 |
Plan Yiew By Design File I
'attern
Har. Scale |'I.EI Wer. Scale |1.EI
Prafile View Design File: | pattern_shape_j2p0 File:
Location ! ~ ~ _I
Cross Section View Levels | 61
Existing Ground ;
Proposed Finizh Grade Wweights |1
DTM Colors [0 Select
Styles |0
ok | Cancel |
ks Types 34 j—
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In the Profile View section, change the Design File to profile j2p0300.dgn.

2 working Alignment Definition: 12P0300 ]

Plan Wiew Design File: | profile_j2p0300. dgn File: |
Pattern o _
g Select
Shapes Existing Profile: | elec |
Fln:lme e Proposed Profile: | Celect |

Location
Crozs Section View Beain Station:

Esizting Ground

Fropozed Finizh Grade
DT

End Station:

M Canzel |

Save the changes to the working alignment definition by clicking OK. This default
alignment for the project will be modified and used as the basis for other parts of the project
in later exercises.
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